API Pipe X42 – X46

Web: www.victorsteel.net
Introduction

Victor Steel Corporation is a prominent name in manufacturing and exporting of high quality of API & Carbon Steel Seamless Pipes & Tubes in India. Victor Steel Corporation offers a commendable range of API & API Pipe X42 – X46 & Tubes for the prestigious clients with competitive price, we at Victor Steel Corporation have the manufacturing capability & production flexibility to respond to the most dynamic & complex needs of our customers

API Pipes X42 – X46

We are offering a wide range of API 5L B, X42 Steel Tubes. These are fabricated from the superior quality of materials. These API 5L B, X42 Steel Tubes are in high demand in the market. Different sizes and designs are easily available in the market.

Pipeline/ line tube/pipeline tube/line pipe

Standard:
API SPEC 5L,
GB/T9711.1
GB/T9711.2

Specification:
Application:
Convey the gas, water, and oil in petroleum and natural gas industries.

Line tube/pipeline tube:

1) ISO9001, API

2) OD: 60.3-219.1*3.2-25.4, DN50-200*3.2*25.4

3) B, X42, X52, X60

4) length: 2-12m

Carbon Steel Pipes and Tubes Products

A53 A106 API5L Grade B/C X42 Seamless Pipe

Size Range: 1/8" - 26"

Schedules: 20, 30, 40, Standard (STD), Extra Heavy (XH), 80, 100, 120, 140, 160, XXH


API5L X-42 X-52 X-60 Seamless Pipe

Size Range: 2" - 24"

Schedules: Standard (STD), Extra Heavy (XH), 100, 120, 160, XXH

Grades: PSL1 and PSL2

A333 (Low Temp) Grade 1/6 Carbon Steel Seamless Pipe

Size Range: 1/2" - 24"

Schedules: Standard (STD), Extra Heavy (XH), 100, 120, 160, XXH
A53 API5L Grade B X-42 X-52 X-60 ERW (Electric Resistance Welded) Pipe

Size Ranges : 2" - 24"
Schedules : 10, 20, Standard (STD), Extra Heavy (XH)
Non-Schedules : .120wall, .156wall, .188wall, .203 wall, .219wall etc.
Grades : API-5L Gr B, API-5L Gr X42, API-5L Gr X52, API-5L Gr X60, API-5L Gr X65PSL1 and PSL2

API5L Grade B X-42 X-52 X-60 DSAW/SAW

Size Ranges : 26" - 60"
Schedules : 20, Std, XH, 30,
Grades : API-5L Gr B, API-5L Gr X42, API-5L Gr X52, API-5L Gr X60, API-5L Gr X65PSL1 and PSL2
Sizes (Seamless): 1/2" NB - 60" NB
Sizes (ERW): 1/2" NB - 24" NB
Sizes (SAW): 16" NB - 100" NB
Wall Thickness available:
Schedule 20 - Schedule XXS (heavier on request) up to 250 mm thk

---------------------------------------------------------------------------------------------------------------------

CONTACT US

VICTOR STEELS CORPORATION

437, Pathe Bapurao Marg, Opp. Islampura Street, Somji Bldg., Mumbai - 400 004.

Tel: 2386 1187 / 6639 3701 / 6636 2946   Fax: +91-22-2386 1170

E-mail: info@victorsteel.net

Web: www.victorsteel.net